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IP 180° Multi Sensor Panoramic
Camera NCp-201

IP 180° Multi Sensor Panoramic
Camera NCp-501

LCD Size
Image Sensor 8MP, 4pcs 1/2,7" 2MP CMOS progressive sensor 20MP, 4pcs 1/1,8" 5MP CMOS progressive sensor
Minimal Lux B/W 0 lux / Color 0.1 lux @ F1.8 1/15 sec B/W 0 lux / Color 0.1 lux @ F1.8 1/15 sec
Lens 4x fixed Lens 6 mm F2.0 4x fixed Lens 5,5 mm F1.8
IrisType - -
Day + Night x x
IR Distance Effective distance is up to 30M Effective distance is up to 30M
IR Control x x
ICR - -
WDR x x
SD - -
Removeable Storage - -
Internal Storage
Graphic Interface - -
Interface COM
Interface USB - -
Interface LAN RJ45 10/100 BASE-T, IEEE 802.3at (PoE+) PoE RJ45 10/100 BASE-T, IEEE 802.3at (PoE+) PoE
Interface IO - -
Resolution 8MP @ 30fps 20MP @ 30fps
Processing VBR / CBR VBR / CBR
Codec H.265 / H.264 H.265 / H.264
Performance Triple streaming Triple streaming
Audio - -
Input Voltage Nominal 12VDC / 24VAC terminal block 12VDC / 24VAC terminal block
Input Current TBD TBD
Battery - -
Operating Temperature -40°C to 60°C -40°C to 60°C
Storage Temperature - -
Relative Humidity 90% RH, no condensation 90% RH, no condensation
Protection IK10, IP66 IK10, IP66
Certification CE, FCC CE, FCC
Dimensions Ø 196 / Height 188,4 mm Ø 196 / Height 188,4 mm
Weight 1,6 kg 1,6 kg
Typ. Application Outdoor Outdoor

Bestellinformation Artikel-Nr. VKIX2060
IP 180° Multi Sensor Panoramic Camera NCp-201,
-40°C to 60°C, 8MP@30fps, H.265/H.264,
trueWDR, F.L.6mm

Artikel-Nr. VKIZ3050
Accessory for IP 180° Multi Sensor Panoramic
Cameras, Wall Mount Bracket

Artikel-Nr. VKIZ3051
Accessory for IP 180° Multi Sensor Panoramic
Cameras, Pendant Mount 

Artikel-Nr. VKIX2061
IP 180° Multi Sensor Panoramic Camera NCp-501,
-40°C to 60°C , 20MP@30fps, H.265/H.264,
trueWDR, F.L.5,5mm

Artikel-Nr. VKIZ3050
Accessory for IP 180° Multi Sensor Panoramic
Cameras, Wall Mount Bracket

Artikel-Nr. VKIZ3051
Accessory for IP 180° Multi Sensor Panoramic
Cameras, Pendant Mount 
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